
JW Winco Introduces Inch Set Screws Steel, With Brass or Nylon Tip 
 
JW Winco, Inc., A Ganter Company, a leading supplier of standard industrial machine 
components, has recently introduced WN-913.3 Inch Size Steel Set Screws, with Brass or Nylon 
Tip. 
 
These set screws, with a black oxide finish, are used primarily in applications where you want to 
avoid the marring of a shaft or damaging a soft piece of material, but still need to secure it in 
place with the brass or nylon tipped set screw. They can be used with a variety of different parts, 
including levers, hand knobs, star knobs, and knurled nuts. 
 
“Those that operate in the area of machine building, including medical, packaging, and 
pharmaceutical, and material machining would find these set screws work very well for 
applications within these industries,” said John Winkler, CEO, Office of the President at JW 
Winco. 
 
JW Winco is a manufacturer/distributor of inch and metric standard parts. JW Winco offers an 
extensive selection of plastic, steel and stainless steel adjustable levers, cabinet U-handles, 
hinges and locking mechanisms, revolving and retractable handles, hand wheels, hand cranks, 
tube connection and conveyor components, construction tubing, shock absorption mounts, 
leveling mounts, hand knobs, spring, ball and indexing plungers, jig, fixture and fastening 
components, retaining magnet assemblies, toggle clamps, casters and wheels, universal joints, oil 
sight glasses, and metric tools for the industrial and commercial equipment industries. JW 
Winco’s new website, with improved 3D CAD and online buying, is viewable at 
www.jwwinco.com. 
 
JW Winco, which is ISO 9001:2015 certified, is located in New Berlin, Wisconsin, with a brand 
office in Mexico and a sales location in Canada. For more information, contact JW Winco at 
800-877-8351, by fax at 800-472-0670, on the Web at www.jwwinco.com, and via e-mail at 
sales@jwwinco.com. 
  
Photo: WN-913.3 Inch Size Steel Set Screws, with Brass or Nylon Tip available through JW 
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